


m BRICKWORK PRODUCTS

BRICKLOK TYPE A

e

brickwork cavity wall ties — continued

ANCON TWO-PART TIE

Cavities exceeding 150mm are sometimes required. BUILDSPAN Cavity Tie
This necessitates longer ties which can be difficult CODE W|dth mm Lenth mm

to balance and keep horizontal when built into the

inner leaf ~ TPTI50 Fach |

' TPT200 || 200 || 350 || Fach
The ANCON TWO-PART TIE has one section builtinto | TP1250 | 250 | 400 | Each |
the blockwork, the other section is then fixed as the ~ TPT300 | 300 450 | Each

outer leaf is built. The inner tie is usually manufactured
in lengths of 170mm. Variation in the cavity width is

accommodated by the length of the outer tie. Insulation
Retaining Clips can be supplied to fit the inner section.

ANCON BRICKLOK TIES
BRICKLOK TIES restrain the inner BUILDSPAN Length Flange
eaf and sustain Ioads which exceed -m
g‘g fe%“”fme”t for a Type 2 tie to 'BRICKLOK150A 150 6.8-135 Each
06281, 'BRICKLOK150B = 150 || B || 13.5-20 || Fach
'BRICKLOK180A 180 = A 68-135 | FEah
'BRICKLOK180B 180 = B 135-20 = FEah

BRICKLOK TYPE B

ANCON STAIFIX TIMBER FRAME TIE

Staifix Timber Frame Tie is a stainless steel wall tie for fixing masonry BUILDSPAN Cavity

to timber frames. CODE Width mm

TFCWTS0 | 50  Boxof250
TFCWT75 | 75 Boxof250

TFCWT100 |~ 100 Boxof250

 Meets the requirments of NHBC, BS EN 845-1

* DD140-2 as a Type 6 tie and Part E as a Type B tie
e Cranked design

¢ Designed to provide excellent mortar key
e Supplied with annular ring shank nails

* Suitable for development up to four storeys high ;
|

Recommended Lengths for Frame Cramps and Channel Ties

~ CavityWidth mm Tie Length mm \

] <20 | 75 \
 mu w
] Cavity Width mm [ Tie Length mm \ ] 45-69 | 125 \
] 50-75 [ 200 \ ] 70-94 | 150 \
| 76-100 [ 225 | | 95-119 I 175 |
| 101-125 [ 250 | | 120-144 I 200 |
| 126-150 [ 275 | | 145-169 I 225 |
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